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Amendments to the Specification : 

Please delete the paragraphs beginning on page 12, line 24, through 
page 13, line 18 . (deleted text being struck through): 

A volum e d e t e rmining means 30 may b e op e rationally coupl e d to th e 
data storag e m e ans 4 0 for det e rmining a volume of mat e rial is mov e d by th e 
moving e quipm e nt 2, 

In an e mbodim e nt, th e volum e d e termining m e ans 30 furth e r comprises 
a plurality of sound wav e gen e rators 31 and a plurality of sound wav e 
r e c e ivers 32. Th e sound wav e gen e rators 31 ar e for projecting sound wav e s 
against th e mat e rial b e ing mov e d. — Th e sound wav e r e ceiv e rs 32 ar e for 
rec e iving sound wav e s, from an associat e d on e of th e plurality of sound 
wav e g e nerators 31, bouncing off of the material such that a diff e r e nc e 
b e tw ee n transmit tim e and r e c e iv e tim e det e rmines a distanc e trav e led. 
Thus, a volum e occupi e d by th e mat e rial is d e t e rmin e d for e ach ar e a 
associat e d with a pairing of associat e d sound wave generator 31 and sound 
wave receiv e r 32. 

In still a further embodiment, the plurality of sound wave generators 
31 compris e s a plurality of ultrasonic sound wav e g e n e rators for minimizing 
e nvironmental effects on the accuracy of th e volum e d e t e rmining m e ans. 
Corr e spondingly, the plurality of sound wav e r e ceiv e rs 32 compris e s a 
plurality of ultrasonic sound wave rec e iv e rs for minimizing e nvironm e ntal 
eff e cts on th e accuracy of th e volum e d e termining means. — Each one of th e 
plurality of ultrasonic receiv e rs is operationally pairs with an associat e d 
on e of th e ultrasonic sound wave generators. 
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Please add the following new paragraph after the paragraph ending on 
line 16 of page 15: 



A conventional volume determining means or weight determining 
means may be operationally coupled to the data storage means for 
determining a volume of material being moved by the moving equipment, A 
wide variety of volume determining means are known in the art including 
ultrasonic sound wave generators and receivers. 
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